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TECHNO METAL POST SINGLE HELIX SYSTEM

GALVANIZED
Part no. Steel Shaft dci)nlsension Helix diam. Shaft Length Qty.
P1-6G Galv. 17/8" & EXT x 0.145" 6" 7'-0"or 10’ 6”
P1-8G Galv. 17/8" O EXT x 0.145" 8" 7'-0"or 10’ 6”
P1-10G Galv. 17/8" & EXT x 0.145" 10" 7'-0"or 10’ 6”
P1-12G Galv. 17/8" O EXT x 0.145" 12" 7'-0"or 10’ 6”
P1-16G Galv. 17/8" & EXT x 0.145" 16" 7'-0"or 10’ 6”
P2- 6G Galv. 2 3/8" & EXT x 0.154" 6" 7'-0"or 10’ 6”
P2- 8G Galv. 2 3/8" & EXT x 0.154" 8" 7'-0"or 10’ 6”
P2-10G Galv. 2 3/8" & EXT x 0.154" 10" 7'-0"or 10’ 6”
P2-12G Galv. 2 3/8" & EXT x 0.154" 12" 7'-0"or 10’ 6”
P2-14G Galv. 2 3/8" & EXT x 0.154" 14" 7'-0"or 10’ 6”
P2-16G Galv. 2 3/8" & EXT x 0.154" 16" 7'-0"or10' 6"
P3-8G Galv. 31/2" & EXT x 0.216" 8" 7'-0"or 10’ 6”
P3-10G Galv. 31/2" O EXT x 0.216" 10" 7'-0"or 10’ 6”
P3-12G Galv. 31/2" & EXT x 0.216" 12" 7'-0"or 10’ 6”
P3-16G Galv. 31/2" & EXT x 0.216" 16" 7'-0"or 10’ 6”
P3-18G Galv. 31/2" & EXT x 0.216" 18" 7'-0"or 10’ 6”
P3-24G Galv. 31/2" & EXT x 0.216" 24" 7'-0"or 10’ 6”
P4- 8G Galv. 4" & EXT x 0.226" 8" 7'-0"or 10’ 6”
P4-10G Galv. 4" S EXT x 0.226" 10" 7'-0"or 10’ 6”
P4-12G Galv. 4" & EXT x 0.226" 12" 7'-0"or10' 6"
P4-16G Galv. 4" & EXT x 0.226" 16” 7'-0"or 10’ 6”
P4-18G Galv. 4" O EXT x 0.226" 18” 7'-0"or 10’ 6”
P4-24G Galv. 4" & EXT x 0.226" 247 7'-0"or 10’ 6”
P5- 8G Galv. 59/16" & EXT x 0.226" 8" 7'-0"or 10’ 6”
P5-10G Galv. 59/16" & EXT x 0.226" 10" 7'-0"or 10’ 6”
P5-12G Galv. 59/16" & EXT x 0.226" 12" 7'-0"or 10’ 6”
P5-16G Galv. 59/16" & EXT x 0.226" 16” 7'-0"or 10’ 6”
P5-18G Galv. 59/16" & EXT x 0.226" 18” 7'-0"or 10’ 6”
P5-24G Galv. 59/16" & EXT x 0.226" 24” 7'-0"or 10’ 6”
P6-10G Galv. 6,625" J EXT x 0.280" 10" 7'-0"or 10’ 6”
P6-12G Galv. 6,625" & EXT x 0.280" 12" 7'-0"or10' 6"
P6-16G Galv. 6,625" & EXT x 0.280" 16" 7'-0"or 10’ 6”
P6- 18G Galv. 6,625" & EXT x 0.280" 18” 7'-0"or 10’ 6"
P6-24G Galv. 6,625" & EXT x 0.280" 247 7-0"0r10’6
G or Galv. : Hot Dipped Galvanized Part1-7

Note: Other type of assembly available




